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geometrical requirements of footprint offset max. 5µm
waviness max. 5µm
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mounting position CF18 of optional control valve 

M1:1

 (4x)13

torque for assembly 46Nm
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LSB

M  / 9deep (4x)6

Port
max.

operating
pressure

 P = pump 400bar

 LSA, LSB =  LS pressure 380bar

 TA, TB = tank 10bar

 T0 = tank T0 2bar

 pStx1.X.0, pSty1.X.0, Pst = control pressure 32bar
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1

roundness

position

1000

Tolerance Symbols ISO 1101

4

symmetry

2

1000

= GT

General tolerance (GT) in mm
Size range

120

6

straightness/flatness

4

30

=1/2ø-Tol.

L 2

400

= GT

1
GT coarse

parallelism

120

= GTconcentricity/run out

1

400

= GT

2 3

First angle
projection

30

= GT

Lengths (L) and angle (        )= ±GT

 Mineral Oil (HLP, HVLP und HLPD)  
 authorized VG 22 / 32 / 46 / 68 / 100

 recommended VG46        
 (with different requirements confer
 with application / sales)

viscosity range (short time) 10-1000mm2/s

during operation 16-100mm2/s

ambient temperature, range -20°C to +50°C

oil temperature range in tank -20°C to +90°C

 Maximum permissible pressure
 medium contamination level
 according to ISO 4406

contaminent code max.  17/15/12

contaminent code recommended  16/14/11

max. particle size <  200 µm

 Recommendation: after 200 hours of operation actuate not used directional control valves  
 repeatedly several times to avoid sediments.

mounting position Vst (2x)

M  / 14deep (4x)10

torque for assembly 9.5Nm

VstVst

65


